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International Standards at Lower Cost with Better Performance

One-4-All™ International Transformers 
Printed Circuit Mount

VA
Mechanical Dimensions Sq. Pin 

Dimensions
Mounting Dimensions Mounting 

Screw Weight
L W H* A B C M N P

Size Inches (mm) Size Qty lbs (kg)

2.5 1.62
(41.3)

1.43
(36.5)

1.12
(28.6)

0.20
(5.08)

0.25
(6.35)

1.00
(25.4)

0.02
(0.635)

1.06
(26.9) - - #4 2 0.25

(0.113)

5 1.62
(41.3)

1.43
(36.5)

1.37
(34.9)

0.20
(5.08)

0.40
(10.16)

1.00
(25.4)

0.02
(0.635)

1.06
(26.9) - - #4 2 0.37

(0.168)

10 1.87
(47.6)

1.56
(39.7)

1.37
(34.9)

0.20
(5.08)

0.40
(10.16)

1.14
(29.0)

0.03
(0.965)

1.25
(31.7) - - #4 2 0.53

(0.240)

20 2.25
(57.2)

1.87
(47.6)

1.62
(41.3)

0.40
(10.2)

0.40
(10.2)

1.46
(37.1)

0.03
(0.97)

1.50
(38.1) - - #4 2 0.90

(0.41)

30 2.62
(66.7)

2.18
(55.5)

1.56
(39.7)

0.55
(13.9)

0.27
(7.0)

1.68
(42.7)

0.04
(1.14) - 1.75

(44.4)
2.18

(55.5) #6 4 1.15
(0.52)

56 3.00
(76.2)

2.50
(63.5)

1.81
(46.0)

0.60
(15.2)

0.30
(7.6)

1.90
(48.3)

0.04
(1.14) - 2.00

(50.8)
2.50

(6.35) #6 4 1.70
(0.77)

Custom versions available upon request.
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Indicates like polarity

*Note: Dimension H represents the total distance from the seating plane to the uppermost surface, stand offs and/or risers inclusive.

See Accessories page for 
screw and nut information.




